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Motorized Positioners & Controllers
M

otorised 
Positioners &
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Motorized Translation Stage

Compact design– 
Precise movement– 
13 mm travel range– 
X-Y-Z direct stacking– 
Stacks directly with stages of 174 series– 
Motorized Actuator 8CMA06-13/15– 
Lockable– 
Black anodized aluminium– 
Angle bracket 2AB174 for vertical mounting– 

3UBP-01  
Universal base plate 

for stacking the translation 
stages to STANDA optical 

tables or to another stages

8MT184-13 xyz

8MT184-13

1621

4032

32
38

69

M3x4 deep
9 holes


32

117

for M3 screw
4 clearance holes

3 axis stepper motor  
controller for USB interface

8SMC1-USBhF-B2-3

8MT184-13 xy

Recommended Controllers

2 axis stepper motor  
controller for USB interface

8SMC1-USBhF-B2-2

1 axis stepper motor  
controller for USB interface

8SMC1-USBhF-B1-1
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Motorized Positioners & Controllers
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Motorized Translation Stage

Compact design– 
Precise movement– 
13 mm travel range– 
X-Y-Z direct stacking– 
Stacks directly with stages of 174 series– 
Motorized Actuator 8CMA16DC-13/15– 
Lockable– 
Black anodized aluminium– 
Angle bracket 2AB174 for vertical mounting– 

8MT184-13DC

1621
40 32

32
38 M3x4 deep

9 holes


32

135

for M3 screw
4 clearance holes

64

Available Motorized Translation Stage  
with VAcUUM 10-6 Torr compatible Dc motor

8MT184V-13Dc

Brushed 
DC Servo Motor 

Controller with 
USB Interface

Ultra-High
Resolution Compact 
Motorized Actuator with Vacuum 
compatible DC motor

new

rec
om

me
nde

d 

con
tro

ller
 fo

r D
c M

oto
r compatible

with 10 -6 Torr vacuum

8DCMC1-USB 8CMA16DCV-13/15

7T184-13 7T184-13 xy7T184-13 xy

Manual version of 8MT184 series – 7T184-13 (page 7-19)


